
S E L F - T E S T I N G P R E V E C T R O N M I L L E N I U M

L I G H T N I N G C O N D U C T O R ®

The self-testing Prevectron® Millenium lightning conductors (T series) allow to check that the
triggering device is operating properly without having to access to the lightning air terminal.
It consists of a test circuit integrated into the lightning conductor as well as an external solar
energy and communication module fastened to the base of the central rod.
The test is initiated from the ground or from the roof terrace, at a maximum distance of approxi-
mately 50 m, using a dedicated radio remote control unit.
The Prevectron® T lightning air terminals indicate their operational status themselves by lighting
up powerful LEDs located under the stainless steel casing.

Characteristics
• After a self-check cycle, the result of the test

appears spontaneously.

•The procedure is triggered remotely.

•The analysis result is observed directly
on the lightning conductor.

Advantages
•The power supply circuit for the test does not require

a battery. Energy is provided directly by the solar
panel. Consequently the lightning conductor does not
require any additional maintenance or periodic disas-
sembly, which is essential for replacing a battery.

•The product’s lifetime is not limited by the additional
test circuit.

•The test can be carried out during daytime within a
wide outdoor temperature range.

•Only the triggering of the test is carried out by
remote control, guaranteeing the system’s reliability.

•The communication module is in a separate
enclosure underneath the Prevectron®2 and
has reinforced EMC protection.

•The protection performance characteristics
of the Prevectron® Millenium T Lightning Conductor
remain unchanged.
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Dimensions of the self testing unit:
• 10 x 10 x 3.5 cm

Product references:
• PREVECTRON® S 3.40T: ref P1223T
• PREVECTRON® S 4.50T: ref P1233T
• PREVECTRON® S 6.60T: ref P1243T
• Remote control unit: ref P1291T
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Self testing
unit weight:

• 0.8 kg
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Explanatory
diagram
for the test:

Solar radiation/Test charge

Activation of the test by the remote control unit

Flashing of the LEDs
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Protection
Level I :

Protection
Level II :

Protection
Level III :

Protection
Level IV :

Protection
Level I :

Protection
Level II :

Protection
Level III :

Protection
Level IV :

h (m) 2 3 4 5 10
S 6.60T 31 47 63 79 79
S 4.50T 27 41 55 68 69
S 3.40T 23 35 46 58 59

h (m) 2 3 4 5 10
S 6.60T 34 52 68 86 88
S 4.50T 30 45 60 76 77
S 3.40T 26 39 52 65 67

h (m) 2 3 4 5 10
S 6.60T 39 58 78 97 99
S 4.50T 34 52 69 86 88
S 3.40T 30 45 60 75 77

h (m) 2 3 4 5 10
S 6.60T 43 64 85 107 109
S 4.50T 38 57 76 95 98
S 3.40T 33 50 67 84 87

Protection radius


